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EDGE OF COVERED ON CONCRETE SLAB THAT SPANS OPENINGS
CONCRETE SLAB BETWEEN THE STEEL SHEET PILE CELLS
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ASPHALT ON 1500mm OF COMPACTED BACKFILL

CRANE RAIL ON CONCRETE BEAM ASPHALT ON COMPACTED FILL WITH ALLOWABLE
EXISTING STEEL SHEET PILE CELLS FOR 650 TONNE CONTAINER CRANE BEARING CAPACITY OF 200 KPa (4,176 psf)
TYP. MAXIMUM CRANE LOADING ON CONCRETE IN ACCORDANCE WITH GOLDER ASSOCIATES LTD.

BEAMS IS 37 TONNES / WHEEL

REPORT DATED OCTOBER 1999

IN ACCORDANCE WITH PWGSC PROJECT

DRAWINGS 846907
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PERMITTED SURFACE LOADING

SCALE: 1:500

MAXIMUM LOADING ON SURFACE OVER THE CONCRETE SLAB ;
1- MAXIMUM EQUIPMENT OR VEHICLE SPEED IS 10 kph OR LESS
2 - MAXIMUM UNIFORMLY DISTRIBUTED SURFACE LOADING = 40 KN /r# (4.0 TONNES / m?) (835 psf)
3- MAXIMUM AXLE LOADS - 667 KN (68,000 KG OR 150 KIPS) AT 2.44 m (8) MINIMUM SPACING

AND UP TO A MAXIMUM OF TWO AXLES AT THIS SPACING
4- MAXIMUM CRANE OUTRIGGER LOADS ON CRIB PADS AT MINIMUM PAD SPACINGS

OF 7.62m (25)
41-PADSIZE 122mx122m(4'x4): 84400 KG (186,100 LBS) ON CORNER OUTRIGGER
42-PADSIZE 1.83mx 183 m (6'x &) : 120,900 KG (266,500 LBS) ON CORNER OUTRIGGER
43-PAD SIZE 2.44mx 244 m (8'x 8) : 145,100 KG (319,900 LBS) ON CORNER OUTRIGGER

MAXIMUM LOADING ON THIS SURFACE IN ACCORDANCE WITH SWAN WOOSTER

ENGINEERING CO. LTD. PROJECT No. 3556 DATED 1980-07-04:

1 - MAXIMUM UNIFORMLY DISTRIBUTED SURFACE LOADING =40 KN /m# (4.0 TONNES / m?) (835 psf)
2- AXLE LOAD (L.UF. TRAILER) = 665 KN (150 Kips)
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